


runs from as @S as 25-tpi to as high as
355-tpi. The upper range for water-based
ink went to about 156-tpi. Nobody would
have dreamed of trying to print halftone
dots through a 230 mesh with water-based
ink, especially on a large production run.
Nowadays there are inks on the market that
will stay wet in the screen for hours, and even
if moisture is lost they can be “brought back
to life.” Given the right temperature and
humidity, some of these inks can be left in the
screen for extended periods, even over night.
An opaque water-based ink system has
been attainable for some time. Previously,
the simplest way to increase opacity was to
put less water into the ink. But this only
amplified the aggravation of the drying
mentioned above. Now, though, with the
addition of emulsifiers that retain and lock
in moisture, not only is highepaque water-
based ink available, but it also resists drying
in the screen to a great degree, thereby
allowing printers and designers to print
the elusive smaller dot using a higher mesh
count, achieving much higher resolutions
than were previously possible. Alongside
this it is now also possible to plan and
execute long production runs using water-
based ink, with minimal interference.

Discharge progress

The use of discharge ink has gained a strong
foothold in retail fashion in particular,
but also across a wide spectrum of T=shirt
printing. The process of discharging textile
dyes has been around since at least the late-
19th century. Mention the word “discharge”
to the average T-shirt printer, though, and it
will elicit a similar response to the question
asked earier about water-based inks in
general. The fear has been the formulation’s
formaldehyde, and it used to be a very
real fear. Discharge not only gassed off
formaldehyde when curing—and thus was
extremely foul smelling—but trace amounts
were left in the shirts and recommendations
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Cloclwise from top left: Here's another example of a design printed with water-based ink. In this case, 60-dpi h

all colors; this is an example of a water-based discharge print, witha water-based pigment tint; this print, courtesy of Rick Roth, Mirror Image, shows the extreme deail now

alftone dots were printed,and 230

-tpi meshes were used on

available through the use of water-based textile inks; SFX anyone? Here is an example of a water-based white ink printed on top of a plastisel specialty ink.

were often made for retail cusromers to
wash the shirt once even before wearing,
(Not likely!) But for those who chose to
work with it, the effects were unbeatable,
especially on the darkest garments.

With discharge, though, progress is also
being made. The formaldehyde levels are
lower now and are significanty less foul
smelling, making it easier and more attractive
10 handle. Non-formaldehyde discharge
is another emerging alternative. Discharge
can be tinted using non-corrosive pigments,
creating vibrant colors on dark garments
with an almost undetectable hand. When
trying to achieve a soft hand for plastisol on
a dark shirt, many printers turn to discharge
as an underbase, and the procedure is very
effective. Taken a step further by reducing the
plastisol with an extender or curable reducer,
and an even softer hand is achievable.
Discharge can also be used as an underbase
for standard water-based inks.

Although there are plastisol discharge

inks available, it is the water-based variety
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with which most printers are familiar. It has
remained stubbornly on the radar in spite
of its reputation, and its popularity is rising
simply because, when used correctly, the
results can be stunning,

Simply add water. . . .

Everybody knows that oil and water dont
mix. Nobody is putting plastisol pigment
into water-based mixing base, or vice versa.
With the tools of application, though,
a convergence of sotts between the two
systems is approaching. The mesh ranges
are now close to the same, although it is
still only the brave few who will step into
the upper ranges of 280-305 with water-
based ink.

With the use of dual-cure emulsions
that resist both solvents and watet-based
products, either type can be swapped out if
necessary. Water-based inks do still require
a longer cure time, but some plastisol
inks such as gels, thermosetting inks and
certain blowing agents themselves require

higher cure temperatures, s0 these different
products can all be incorporated into the
same design. Even so, most water-based
inks will still air-dry anyway.

Whereas plastisol ink can be printed on
top of a water-based ink and not wash off,
the same was not always true of the reverse.
But now, using a high-solids warer-based
ink, these two media can sty together,
which opens up some possibilities in the
specialty-printing area. If this same high-
solids water-based ink is used as a baseplate
for a design with plastisol ink, it will reduce
the hand, Want it even softer? Simply add
water.

While we certainly cannot mix these two
systems togetherina bucket, there is nothing
to stop us from putting them together on
the print, either side by side or one on top
of the other, if it suits our needs.

Proper management still required
After all that’s been said, there are still some
limitations to be faced when printing with




water-based ink systems. Almost all of them
depend on our the need for the ink to stay,
wet in the screen long enough to make, it
worth the trouble of putting it there in'the
first place. There is still a variance among
the different mwwaoam on the market, with
some behaving as water-based inks have
historically done, and others performing
better. Even among the newer inks,
with their stronger moisture-retention
capabilities, there’s still water'in there and—
unlike plastisol—the ink will eventually dry
if not managed properly, whether in the
screen or elsewhere. This is especially true
.. when printing the aforementioned halftone
“designs through high mesh counts.

The key difference that marks this newer
breed is that their emulsification properties
and newer wetting agents have advanced
tremendously. Long production runs are
now possible because we have water-based
inks that not only stay wet in the screen for
much longer on their own but can be kept
wet even longer with a little help; and even
when they lose most of their moisture we
can rehydrate them again.

No water-based textile ink has the
durability and longevity of plastisol, either
in its wet or cured state. Nor do they have
the versatility that plastisol enjoys where
special-effects printing is concerned. What
we do have are water-based inks that, when
printed, feature the same coverage and
opacity as plastisol on a dark shirt. These
inks feel softer and have far greater resilience
than their predecessors. They can and are
being printed in production on automatic
machines for long runs and with great
effect.

They are not, nor will be, plastisol inks.
But as has been shown, water-based inks
can be used as a viable substitute on many
occasions. While it is szl the case that
not every water-based ink product on the
market offers complete environmental
friendliness—and arguments about what
constitutes sustainability aside—if reducing
one’s carbon footprint is something a printer
is interested in pursuing, exploring water-
based inks is a good place to start. [ ow |






